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(b) You must report each instance in 
which you did not meet each emission 
limit and each operating limit in Ta-
bles 1 and 2 to this subpart that apply 
to you. For new or reconstructed flame 
lamination affected sources, this in-
cludes periods of startup, shutdown, 
and malfunction. These instances are 
deviations from the operating limits in 
this subpart. These deviations must be 
reported according to the requirements 
in § 63.8818. 

(c) For each new or reconstructed 
flame lamination affected source, you 
must operate in accordance with the 
startup, shutdown, and malfunction 
plan during periods of startup, shut-
down, and malfunction. 

(d) Consistent with §§ 63.6(e) and 
63.7(e)(1), deviations that occur at a 
new or reconstructed flame lamination 
affected source during a period of start-
up, shutdown, or malfunction are not 
violations if you demonstrate to the 
Administrator’s satisfaction that you 
were operating in accordance with the 
startup, shutdown, and malfunction 
plan. The Administrator will determine 
whether deviations that occur at a new 
or reconstructed flame lamination af-
fected source during a period of start-
up, shutdown, or malfunction are viola-
tions, according to the provisions in 
§ 63.6(e). 

(e) You also must meet the following 
requirements if you are complying 
with the adhesive use ban for loop slit-
ter adhesive use described in 
§ 63.8790(a). 

(1) If, after you submit the Notifica-
tion of Compliance Status, you use an 
adhesive for which you have not pre-
viously verified percent HAP mass 
using the methods in § 63.8802, you must 
verify that each adhesive used in the 
affected source meets the emission 
limit, using any of the methods in 
§ 63.8802. 

(2) You must update the list of all the 
adhesives used at the affected source. 

(3) With the compliance report for 
the reporting period during which you 
used the new adhesive, you must sub-
mit the updated list of all adhesives 
and a statement certifying that, as 
purchased, each adhesive used at the 
affected source during the reporting pe-
riod met the emission limit in Table 1 
to this subpart. 

NOTIFICATION, REPORTS, AND RECORDS 

§ 63.8816 What notifications must I 
submit and when? 

(a) You must submit all of the notifi-
cations in §§ 63.7(b) and (c), 63.8(f), and 
63.9(b) through (h) that apply to you. 

(b) If you own or operate an existing 
loop slitter or flame lamination af-
fected source, submit an initial notifi-
cation no later than 120 days after 
April 14, 2003. 

(c) If you own or operate a new or re-
constructed loop slitter or flame lam-
ination affected source, submit the ap-
plication for construction or recon-
struction required by § 63.9(b)(1)(iii) in 
lieu of the initial notification. 

(d) If you own or operate a new or re-
constructed flame lamination affected 
source, submit a notification of intent 
to conduct a performance test at least 
60 calendar days before the perform-
ance test is scheduled to begin, as re-
quired in § 63.7(b)(1). 

(e) If you own or operate a loop slit-
ter affected source, submit a Notifica-
tion of Compliance Status according to 
§ 63.9(h)(2)(ii) within 60 days of the com-
pliance date specified in § 63.8786. 

(f) If you own or operate a new or re-
constructed flame lamination affected 
source, submit a Notification of Com-
pliance Status according to 
§ 63.9(h)(2)(ii) that includes the results 
of the performance test conducted ac-
cording to the requirements in Table 3 
to this subpart. You must submit the 
notification before the close of busi-
ness on the 60th calendar day following 
the completion of the performance test 
according to § 63.10(d)(2). 

(g) For each new or reconstructed 
flame lamination affected source, the 
Notification of Compliance Status 
must also include the information in 
paragraphs (g)(1) and (2) that applies to 
you. 

(1) The operating parameter value 
averaged over the full period of the 
performance test (for example, average 
pH). 

(2) The operating parameter range 
within which HAP emissions are re-
duced to the level corresponding to 
meeting the applicable emission limits 
in Table 1 to this subpart. 

(h) For each loop slitter adhesive use 
affected source, the Notification of 
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Compliance Status must also include 
the information listed in paragraphs 
(h)(1) and (2) of this section. 

(1) A list of each adhesive used at the 
affected source, its HAP content (per-
cent by mass), and the manufacturer or 
supplier of each. 

(2) A statement certifying that each 
adhesive that was used at the affected 
source during the reporting period met 
the emission limit in Table 1 to this 
subpart. 

§ 63.8818 What reports must I submit 
and when? 

(a) You must submit each report in 
Table 6 to this subpart that applies to 
you. 

(b) Unless the Administrator has ap-
proved a different schedule for submis-
sion of reports under § 63.10(a), you 
must submit each compliance report 
for new or reconstructed flame lamina-
tion affected sources semiannually ac-
cording to paragraphs (b)(1) through (4) 
of this section. 

(1) The first compliance report must 
cover the period beginning on the com-
pliance date that is specified for your 
affected source in § 63.8786 and ending 
on June 30 or December 31, whichever 
date is the first date following the end 
of the first calendar half after the com-
pliance date that is specified for your 
source in § 63.8786. 

(2) The first compliance report must 
be postmarked or delivered no later 
than July 31 or January 31, whichever 
date follows the end of the first cal-
endar half after the compliance date 
that is specified for your affected 
source in § 63.8786. 

(3) Each subsequent compliance re-
port must cover the semiannual report-
ing period from January 1 through 
June 30 or the semiannual reporting 
period from July 1 through December 
31. 

(4) Each subsequent compliance re-
port must be postmarked or delivered 
no later than July 31 or January 31, 
whichever date is the first date fol-
lowing the end of the semiannual re-
porting period. 

(c) For each loop slitter adhesive use 
affected source, you may submit an-
nual compliance reports in place of 
semiannual reports. 

(d) For each affected source that is 
subject to permitting regulations pur-
suant to 40 CFR part 70 or 40 CFR part 
71, and if the permitting authority has 
established dates for submitting semi-
annual reports pursuant to 40 CFR 
70.6(a)(3)(iii)(A) or 40 CFR 
71.6(a)(3)(iii)(A), you may submit the 
first and subsequent compliance re-
ports according to the dates the per-
mitting authority has established in-
stead of according to the dates in para-
graphs (b)(1) through (4) of this section. 

(e) The compliance report must con-
tain the information in paragraphs 
(e)(1) through (5) of this section. 

(1) Company name and address. 
(2) Statement by a responsible offi-

cial with that official’s name, title, and 
signature, certifying the truth, accu-
racy and completeness of the content 
of the report. 

(3) Date of report and beginning and 
ending dates of the reporting period. 

(4) If there are no deviations from 
any emission limitations (emission 
limit or operating limit) that applies 
to you, a statement that there were no 
deviations from the emission limita-
tions during the reporting period. 

(5) For each deviation from an emis-
sion limitation that occurs, the com-
pliance report must contain the infor-
mation specified in paragraphs (e)(5)(i) 
through (iii) of this section. 

(i) The total operating time of each 
affected source during the reporting pe-
riod. 

(ii) Information on the number, dura-
tion, and cause of deviations (including 
unknown cause, if applicable), as appli-
cable, and the corrective action taken. 

(iii) Information on the number, du-
ration, and cause for continuous pa-
rameter monitoring system (CPMS) 
downtime incidents, if applicable, 
other than downtime associated with 
zero and span and other daily calibra-
tion checks. 

(f) The compliance report for a new 
or reconstructed flame lamination af-
fected source must also contain the fol-
lowing information in paragraphs (f)(1) 
through (3) of this section. 

(1) If you had a startup, shutdown or 
malfunction at your new or recon-
structed flame lamination affected 
source during the reporting period and 
you took actions consistent with your 
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